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Uždaroms centrinio šildymo ir šaldymo (vėsinimo) sistemoms.

Apsauginiai slėgio vožtuvai Prescor yra specialios formos, kuri
užtikrina ne tik idealų sandarumą, bet taip pat ir didelį išleidimo
srautą. Vožtuvo sandariklis pagamintas iš aukštos kokybės
gumos, atsparios net iki 140 °C temperatūrai, o spyruoklės
standumas priklauso nuo nustatyto vožtuvo slėgio. Šios savybės
dėka vožtuvas prie lizdo neprilimpa.

Visi vožtuvai tikrinami gamykloje. Mes siūlome apsauginius
vožtuvus šildymo ir šaldymo sistemoms, o taip pat įvairiems
įrenginiams su karšto vandens talpomis. Informacijos apie
apsauginius slėgio vožtuvus geriamojo vandens sistemoms
rasite skyriuje „Priedai geriamojo vandens sistemoms“.

Techninės specifikacijos
• Min./maks. darbinė temperatūra: -10 °C / 120 °C.
• Maksimali apkrova: 140 °C.
 

Tipas Atsidarymo
slėgis (bar)

Sujungimas Matmenys Šildymo
galia
[kW]

Gaminio
kodas

A
["]

B
["]

C
[mm]

D
[mm]

E
[mm]

F
[mm]

-

Prescor S 700 1 1⁄4 - 3.0 bar 3.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 810 1 29203

Prescor S 700 1 1⁄4 - 4.0 bar 4.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1013 1 29205

Prescor S 700 1 1⁄4 - 4.5 bar 4.5 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1117 1 29206

Prescor S 700 1 1⁄4 - 5.0 bar 5.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1220 1 29207

Prescor S 700 1 1⁄4 - 6.0 bar 6.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1426 1 29208

Prescor S 700 1 1⁄4 - 7.0 bar 7.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1632 1 29209

Prescor S 700 1 1⁄4 - 8.0 bar 8.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 1839 1 29210

Prescor S 700 1 1⁄4 - 10.0 bar 10.0 1 1⁄4" F 1 1⁄2" F 95 55 47 213 2252 1 29211
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Tipas Atsidarymo
slėgis (bar)

Sujungimas Matmenys Šildymo
galia
[kW]

Gaminio
kodas

A
["]

B
["]

C
[mm]

D
[mm]

E
[mm]

F
[mm]

-

Prescor S 960 1 1⁄2 - 3.0 bar 3.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 1120 1 29223

Prescor S 600 1 1⁄2 - 3.0 bar 3,0 G 1 1⁄2"
F

G 2" F 95 60 47 220 600 1 29521

Prescor S 960 1 1⁄2 - 3.5 bar 3.5 G 1 1⁄2"
F

G 2" F 95 60 47 220 1289 1 29224

Prescor S 960 1 1⁄2 - 4.0 bar 4.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 1435 1 29225

Prescor S 960 1 1⁄2 - 5.0 bar 5.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 1727 1 29227

Prescor S 960 1 1⁄2 - 6.0 bar 6.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 2019 1 29228

Prescor S 960 1 1⁄2 - 7.0 bar 7.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 2312 1 29229

Prescor S 960 1 1⁄2 - 8.0 bar 8.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 2604 1 29230

Prescor S 960 1 1⁄2 - 10.0 bar 10.0 G 1 1⁄2"
F

G 2" F 95 60 47 220 3188 1 29231

Prescor S 1700 2 - 3.0 bar 3.0 G 2" F G 2 1⁄2"
F

127 85 76 293 1980 1 29243

Prescor S 1700 2 - 3.5 bar 3.5 G 2" F G 2 1⁄2"
F

127 85 76 293 2259 1 29244

Prescor S 1700 2 - 4.0 bar 4,0 G 2" F G 2 1⁄2"
F

127 85 76 293 2515 1 29245

Prescor S 1700 2 - 5.0 bar 5.0 G 2" F G 2 1⁄2"
F

127 85 76 293 3028 1 29247

Prescor S 1700 2 - 6.0 bar 6.0 G 2" F G 2 1⁄2"
F

127 85 76 293 3540 1 29248

Prescor S 1700 2 - 7.0 bar 7.0 G 2" F G 2 1⁄2"
F

127 85 76 293 4053 1 29249

Prescor S 1700 2 - 8.0 bar 8.0 G 2" F G 2 1⁄2"
F

127 85 76 293 4565 1 29250

Prescor S 1700 2 - 10.0 bar 10,0 G 2" F G 2 1⁄2"
F

127 85 76 293 5590 1 29251
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Raskite daugiau informacijos internete:
Installation and operating instruction
decl.eng.ATEX.prescor.s.v070316.pdf
Declaration of conformity UKCA
EU Declaration of conformity PED
Prescor S ADSK
Prescor S ADSK Revit
Prescor S DWG
Prescor S STEP
Produktų apžvalga PDF
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https://flamcogroup.com//media/files/manuals/Man_prescor_S_MC01179_201-06.pdf
https://flamcogroup.com//media/files/certificates/decl.eng.ATEX.prescor.s.v070316.pdf
https://flamcogroup.com//media/files/certificates/cert_ukca-declaration_prescor-s_sb_02082021.pdf
https://flamcogroup.com//media/files/certificates/cert_eu-doc_ped_prescor-s_sb_catIV_20250602.pdf
https://flamcogroup.com//media/files/cadimages/prescor_s_adsk.zip
https://flamcogroup.com//media/files/cadimages/prescor_s_adsk-for-revit.zip
https://flamcogroup.com//media/files/cadimages/prescor_s_dwg.zip
https://flamcogroup.com//media/files/cadimages/prescor_s_step.zip
https://flamcogroup.com//media/files/documentation/doc_lit_h3_2014.pdf

