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TYPES A and AF MALLEABLE CAST IRON COMPRESSION FITTINGS WITH MALE THREAD

FOR BLACK STEEL PIPES DIN EN 10220 series 2 and 3

MEDIA: water, compressed air, heating oil EL (according to DIN 51603-1) only 57 mm (observe regulations 
for flammable liquids!; only for filling lines for heating oil)

OPERATING TEMPERATURES AND OPERATING PRESSURE:  
Heating water max. 80°C/ max. 6 bar
Heating oil EL according to DIN 51603-1 (only for filling lines) 
ONLY for dimension 57 mm: 40°C/max. 6 bar
Compressed air: max. 12.5 bar
TESTS/APPROVALS: 
filling lines for heating oil EL (according to DIN 51603-1): 
for 57 mm - construction approval DIBT, approval no.: Z-38.4-212
technical approval national certificates

SERIES 150/15S:  
20 MM – 63.5 MM

DN Jointing thread x 
pipe outer-Ø [mm] Code

 15 1/2" x 20.0 02.150.00.0120
 20 3/4" x 25.0 02.150.00.0225
 25 1" x 31.8 02.150.00.03318
 32 1 1/4" x 38.0 02.150.00.0438
 32 1 1/4" x 44.5 02.150.00.04445
 40 1 1/2" x 51.0 02.150.00.0551
 50 2" x 57.0 02.150.00.0657
 50 2" x 63.5 02.150.00.06635
 65 2 1/2" x 70 02.220.00.70
 65 2 1/2" x 82.5 02.220.00.07825
100 4" x 108 02.220.00.108

OPERATING TEMPERATURES AND OPERATING PRESSURE:
Heating water max. 80°C/ max. 6 bar
Compressed air: max. 10 bar

SERIES 220/22S:
70 MM - 108 MM
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COMPRESSION FITTINGS WITH MALE THREAD FOR STEEL PIPES AND BLACK STEEL PIPES

FOR STEEL PIPES 17.2 mm – 60.3 mm

FOR BLACK STEEL PIPES 20 mm – 63.5 mm

COMPRESSION FITTINGS WITH MALE THREAD FOR PE PIPES WITH REINFORCEMENT SLEEVE

FOR PE PIPES 20 mm – 63 mm

FOR STEEL PIPES 76.1 mm – 114.3 mm

FOR BLACK STEEL PIPES 70 mm – 108 mm

FOR PE PIPES 75 mm – 110 mm
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DN Jointing thread x 
pipe outer-Ø [mm] Code

 15 1/2" x 20.0 02.150.01.0120
 20 3/4" x 25.0 02.150.01.0225
 25 1" x 31.8 02.150.01.03318
 32 1 1/4" x 38.0 02.150.01.0438
 32 1 1/4" x 44.5 02.150.01.04445
 40 1 1/2" x 51.0 02.150.01.0551
 50 2" x 57.0 02.150.01.0657
 50 2" x 63.5 02.150.01.06635
 65 2 1/2" x 70 02.220.01.70
 65 2 1/2" x 82.5 02.220.01.07825
100 4" x 108 02.220.01.108

TYPES I and IF MALLEABLE CAST IRON COMPRESSION FITTINGS WITH FEMALE THREAD

FOR BLACK STEEL PIPES DIN EN 10220 series 2 and 3

MEDIA: water, compressed air, heating oil EL (according to DIN 51603-1) only 57 mm (observe regulations 
for flammable liquids!; only for filling lines for heating oil)

OPERATING TEMPERATURES AND OPERATING PRESSURE: 
Heating water max. 80°C/ max. 6 bar
Heating oil EL according to DIN 51603-1 (only for filling lines) 
ONLY for dimension 57 mm: 40°C/max. 6 bar
Compressed air: max. 12.5 bar
TESTS/APPROVALS: 
filling lines for heating oil EL (according to DIN 51603-1): 
for 57 mm - construction approval DIBT, approval no.: Z-38.4-212
technical approval national certificates

OPERATING TEMPERATURES AND OPERATING PRESSURE: 
Heating water max. 80°C/ max. 6 bar
Compressed air: max. 10 bar

SERIES 150/15S:
20 mm - 63.5 mm

SERIES 220/22S: 
70 mm – 108 mm 


